

余姚市正澳塑业有限公司
YuYao Zeno Plastic Coo．，Ltd．

地址：浙江省余姚市朗霛街道天华村
Add：Tianha Village，Langxia Street，Yuyao City，Zhejiang Province，China
Add：Tianhua Village，Langxia Street，Yuyao City，Zhejiang Province，China $\begin{array}{lc}\text { Tel：}+86-574-62497990 & \text { Fax：}+86-574-62497010 \\ \text { Http：／／www．zspraver．com } & \text { E－mail：binko＠zsprayer }\end{array}$
Alibaba Station：Http：／／yyzasy．en．alibaba．com

12
正澳塑业
Zeno Plastic

Breif
Introduction

## 企业介绍

余姚市正澳塑业有限公司现有厂房面积 7000 平方米，专业生产液体分配器，左右开关乳液泉，泡沫泉，喷雾泉及各种化妆品包装的制造和研发。

公司管理严格执行ISO9001质量体系，多年的生产经验造就了一支技术过硬，经验丰富的高素质员工队伍，公司拥有先进的生产设备和自动化组装设备，充分提高了企业的生产效率和产品质量。
＂创新贏得未来，品质决定一切＂是企业—贯的宗旨，衷心希望与国内外新老客户精诚合作，共创未来。

Our company covers 7000 square meters．We are manufacturer specialized in Plastic dispenser pump，left－right lotion pump，foam pump，sprayer pump and various cosmetic package products．

Our management system is according ISO9001，many years of producing experience has trained a staff team with high skill and experience． Advanced automachines and equipments improve our delivery time，can provide you high quality products．
＂The innovation achieves future，the quality makes perfect＂is our aim，we sincerely wish to cooperate with you and open the bright future！


做有温度，有思想，有创意，可循环的包装

Dopackaging with warm，thoughtful，innovation and recyding



注塑车间一角
Injection workshop


自动化生产车间
Automated Production Workshop


流水线装配
Automatic assembly
Contents
05 ，nama 34 卸甲油泵
Nail Pump
$14 \begin{aligned} & \text { 泡泉 } \\ & \text { Foam Pump }\end{aligned}$
Foam Pump
37手扣式喷雾器Trigger Sprayer

〕ـ $\begin{aligned} & \text { 精油泵 } \\ & \text { Oil Pump }\end{aligned}$

24

## 外置回吸泉

 Treatment Pump44

## 微型喷雾器

 Fine Mist Sprayer$\sqrt{ } \begin{aligned} & \text { 塑料盖 } \\ & \text { Plastic } \mathrm{C}\end{aligned}$ Plastic Cap
32





ZA－BL01 Ø28／410，Ø33／410


ZA－BL04
Ø28／410，ø33／410


ZA－BL02 $\varnothing 28 / 410, \varnothing 33 / 410$


ZA－BL05
ø28／410，ø33／41


ZA－BL03 $\varnothing 28 / 410, \varnothing 33 / 410$


ZA－BL06 ø28／410，ø33／410




## Lotion <br> Pump

乳液泵
External Screw－up pump外置㩐城定系
（）Discharge Rate：



Clip Option

## Foam <br> Pump

泡沫石

Inner／Outer Spring
内置／外置选择
（1）Discharge Rate：
$0.25-1.50 \mathrm{ml} / \mathrm{T}$



ZA－201 Discharge Rate： $0.80 \mathrm{~m} / \mathrm{T}, 1.50 \mathrm{~m} / \mathrm{T}$


ZA－204
$\varnothing 30 \mathrm{~mm}, \varnothing 42 \mathrm{~mm}$
Discharge Rate： $0.80 \mathrm{~m} / \mathrm{T}$



ZA－202
$\varnothing 40 \mathrm{~mm}$
Discharge Rate： $0.80 \mathrm{~m} / \mathrm{T}$


ZA－205
$\varnothing 30 \mathrm{~mm}$
Discharge Rate： $0.40 \mathrm{~m} / \mathrm{T}$


ZA－208 Discharge Rate：$\quad .0 .80 \mathrm{~m} / T$


ZA－203 Discharge Rate： $\begin{aligned} & 80.80 \mathrm{ml} / T\end{aligned}$


ZA－206 ischarge Rate： $0.25 \mathrm{~m} / \mathrm{T}$




Mity：250anial： 300 ml 350 ml


Material：PET
Capacity：250ml 300 ml 400 ml


Material：PET Capacity： 100 ml 150 ml 200 ml


Material：HDPE Capacity： 30 ml 50ml 100 ml 150 ml 200 ml


Material：PETG
Material：PETG
Capacity：250ml 450 ml 650ml


Material：HDPE
Material：HDPE
Capacity：200ml 350 ml


## Switch Oil Pump

精油泵
（1）Discharge Rate：
$0.9-1.0 \mathrm{ml} / \mathrm{T}$

Oil Pump／精油泉
Discharge Rate： $0.9-1.0 \mathrm{ml} / \mathrm{T}$


Oil Pump／精油泵
Discharge Rate： $0.9-1.0 \mathrm{ml} / \mathrm{T}$




818mm
ZA－501－18A


ø20mm
ZA－501－20I


```
502 Series
```



503 Series


$$
505 \text { Series }
$$



$$
\begin{gathered}
\varnothing 20 \mathrm{~mm} \\
\mathrm{ZA}-505-20-\mathrm{E} 1
\end{gathered}
$$


$\varnothing 20 \mathrm{~mm}$
ZA－505－20－G


506 Series



$$
508{ }_{\text {Series }}
$$



ZA－508－18B



$510{ }_{\text {Series }}$
Switch Lock





## Gallon Pump

果酱泵
Screw－up
螺旋泵

（1）Discharge Rate：
$8 \mathrm{ml} / \mathrm{T} 10 \mathrm{ml} / \mathrm{T}$



$\varnothing 24 \mathrm{~mm} \quad \varnothing 28 \mathrm{~mm} \quad \varnothing 33 \mathrm{~mm}$ ZA－704A

$\varnothing 24 \mathrm{~mm} \quad \varnothing 28 \mathrm{~mm} \quad \varnothing 33 \mathrm{~mm}$
ZA－704C


Capacity： 60 ml 80ml 100 ml 120 ml 150 ml 180 ml 190 ml 200 ml 250 ml 500 ml 1000 ml



Trigger Options


Closure Option


I Material：PP
I Specification：28／410，28／400，28／415
I Discharge rate： $0.6-0.9 \mathrm{cc}$
I Features：
Liquid leakage prevention
Spray quantitative control，with the lock switch Uniform spray，spray effect is good
Corrosion resistance is strong
I Applications：
Detergents，air purification，garden spray Disinfectant，biomedicine etc．


ZA－301


ZA－306



ZA－301F


ZA－304F



ZA－302F


ZA－305F


ZA－308F


ZA－303F

ZA－306F




ZA-PTS01


ZA-PTS03


ZA-PTS05


ZA-PTS02


ZA-PTS04


ZA-PTS06


Discharge Rate： $0.25 \mathrm{ml} / \mathrm{T}$
PP Half Cover


AS Full Cover






